
Centerline Drum 
Width

Dual Torsion Spring Arrangement

Recommended Minimums:
Pads must be flush with jambs

Metal- 8”w x 12”h x 1/4”
For use with Metal Jambs

Wood- 2” x 6” Lumber by 12”
For use with Wood jambs

Centerline

Floor Elevation

Spring Pads Spring Pads

Drum 
Width

  Raw Spring Length:

  Cones:

  Stretch When Wound

  Total Spring Length:
  When Wound

  Raw Spring Length:

  Cones:

  Stretch When Wound

  Total Spring Length:
  When Wound

Edge of Jamb Edge of Jamb

Drums Widths
400-12=  3” ea.

5250-18= 4” ea.
800-32= 6” ea.

400-54= 3” ea.
5250-54= 4”

5750-120= 4-1/2”
6375-164= 7” ea.

850-11= 4”
1100-18= 5” ea.

Apprx. Cone 
Widths-

(total per spring)
2” Dia.=  2-1/2” ea.
2-5/8“ Dia.= 3”” ea.
3-3/4“ Dia.= 3” ea.

6“ Dia.= 4” ea.

Spring Information

C AMGDS 2011

Quantity:_________________
Inside Diameter:___________
Wire Size:  _______________
Length:  _________________

Stretch Per Spring:_________
If Duplex, please use maximum inside diameter

Drawn By:______________

Date:__________________

Page ____ of _________

Customer:_________________
Project Name:___________
Quote#:__________________
S.O Number:  _____________
Door Size:   _______________
Drum Size:_______________
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